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BİDİ LTE range of data loggers

Leak communicating prelocator with correlation function

SMART ACOUSTIC MONITORING OF WATER NETWORKS

● A comprehensive range suitable for all types of pipes:

• Acoustic: ideal for metal pipes

• Hydrophone: suitable for all types of pipes

● Plug & Play installation (factory-preset)

● Automatic data transmission to the Watercloud monitoring system

● Advanced operating mode: 24,000 measurements over a fully programmable night-time
period

● Intelligent algorithm with suppression of recurring background noise levels (day and night)

● Remotely configurable multi-point correlation

● Compact device with built-in antenna

● Prepaid multi-network SIM card

● Battery and SIM card can be replaced in the field

● Long battery life

Housing ● Height : 128 mm (Antenna included)

● Fastening hook : Ø 5 mm (on the top of the product)

● Weight (without antenna) : 508 g with magnet / 466 g without magnet

● Diameter : Ø 40 mm / Ø 44 mm with protective enclosure

● Material: stainless steel

● IP68

Communication ● Three-colour LED (red, blue, green) for easy reading without the need for electronic devices

● BLE (Bluetooth Low Energy 5.1)

● LTE-M via Cat-M1 and NB-IoT NB1/NB2 radio access technologies

● SIM card: MVNO 1NCE, with 10 year data flat rate included

Power supply ● 3,6 V lithium battery

● 5-year battery life under normal operating conditions without the need for battery replacement

● Battery replacement can be carried out on site

Operating conditions Sealed and watertight product:

● Temperature: -20 °C to +70 °C

● Maximum variation: ± 5 °C per hour

● Maximum relative humidity: 95% (constant)

Storage conditions ● Maximum storage period: 3 months (in transit)

● Temperature: -30 °C to +70 °C

● Maximum variation: ± 5 °C per hour

● Maximum relative humidity: 85% (constant)

Sensors ● Wide frequency range: 5 Hz to 5,000 Hz, 3,600 measurement points per day

● Daily recording of the raw audio file in WAV format (default duration of 6 seconds)

Cybersecurity ● Time synchronisation via NTP

● Data transfer via HTTP

● Security and encryption for LTE and BLE communications: AES 128-bit (AES-128)

● Basé sur le cloud via l'interface Watercloud
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ACCESSORIES

FAST.KIT-BIDI-001-03 CORRELATING ACOUSTIC PRE-LOCATOR

FAST.G0A10046 PROTECTIVE COVER

FAST.ACS-TOO-00054 BATTERY REMOVAL TOOL

FAST.ACS-CBL-00024 SMA ANTENNA EXTENSION

FAST.ACS-TOO-00008 POSITIONING CORD

FAST.SFT-00008 WATERCLOUD SUBSCRIPTION_1 YEAR PER ACCOUNT

FAST.SFT-00003 WATERCLOUD SERVICE_OPEN AN ACCOUNT
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